STANDARD SURVEY MARKER

I'——l'"l

Bronze Casting—"|"

Provide Gap — . o

Ground Line
8"Dia. - “F -+ {>— Bronze Casting
d . .
I Concrete
" Machine finished, stamped : IR DR
3-1/2 after setting to indicate S A
Control Point, Centerline . ~
Stationing & Monument i
Elevation, or as directed I PR
by the Engineer SN
> .S
Mark for alignment reference - . :',j'
after setting. © - #3 Rebar
Rt A K 3'-0" Length
PLAN VIEW SOyl
el o
PSR 3"
3 12" | ISP AN
% ® g 8"Dia. ' T
|| 374 |
A7 _~ Cround Line ELEVATION VIEW
e Y '
> T vi.' . .N”
b s P Conerete
SRR B SRR NOTES
LD - #3 Rebar . ) .
c el U Survey markers shall conform to the requirements of the Standard
A P Specifications.
AR I P Sufficient reinforcement shall be included in precast survey
. /\./ ol /\,/ S markers to resist handling sfrresses. )
SECTION E-E

3-1/4"( MIN.)

ALTERNATE SURVEY MARKER

E

I

Deep hex socket
that won't "wobble"
when tapped on
to the rebar

PLAN VIEW

Stamped By The
Manufacturer to indicate
Control Point, Centerline
Stationing & Monument
Elevation, or as directed
by the Engineer

E

3!__0”

Mark for alignment reference
Center punch & cross

’ 1
L l_ #6 Rebar

ELEVATION VIEW

3 1/4" Min. Aluminum Domed Cap for
*fs Rebar with Plastic Insulator

1‘.

r

Finish Ground

Wm&%

I !
| l
I g
L 1
s 25

#6 Rebar
@ 36" Long

SECTION E-E

_/’E’:j\_ Plastic insulator that
locks cap tight on to

rebar and helps prevent
dissimilar metal corrosion.

NOTES

Survey markers shall conform to the requirements of the
Standard Specifications.
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